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B CATALOG P/N: 0347-060-00401H

NOTES: UNLESS OTHERWISE SPECIFIED
     1. MATERIAL SPECIFICATIONS:

BODY: BRASS PER ASTM B16.
CONTACT: BERYLLIUM COPPER PER ASTM B196.
INSULATOR: TEFLON PER ASTM D1710.
NUT: BRASS PER ASTM B16.

     2. FINISH SPECIFICATIONS:
BODY:  .000015 MIN GOLD PER ASTM B488 OVER .000080 MIN NICKEL PER AMS-QQ-N-290.
CONTACT: .000030 MIN GOLD PER ASTM B488 OVER .000080 MIN NICKEL PER AMS-QQ-N-290.
NUT: .000100 MIN NICKEL PER AMS-QQ-N-290 OVER COPPER FLASH PER ASTM B734.

     3. ELECTRICAL SPECIFICATIONS:
IMPEDANCE: 75 OHMS.
FREQUENCY RANGE: DC-4.5GHz.
RETURN LOSS (ON MID-LAYER OF 2.4mm PCB): <-15dB UP TO 3.0 GHz, <-10dB UP TO 4.5 GHz.

     4. COMPLIANT TO SMPTE 424M (3G-SDI) STANDARD.

     5. INTERFACE PER CECC 22230.

P/N DESCRIPTION QTY
0347-060-00401H SINGLE PACK 1
0347-060-00401HU BULK PACK 400
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