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���� PRODUCTPRODUCTPRODUCTPRODUCTTYPETYPETYPETYPE：CBB65-1 Type

���� PRODUCTPRODUCTPRODUCTPRODUCTBRIEFBRIEFBRIEFBRIEF INTRODUCTION:INTRODUCTION:INTRODUCTION:INTRODUCTION:
CBB65A-1 TYPE CAPACITOR SEALED IN METAL CASE IS OF LITTLE WASTAGE,

HIGH INSULATION RESISTANCE, EXCELLENT NATURAL REPAIR, GOOD STABILITY,
SUITABLE FOR ALTERNATING CURRENT CIRCUIT, LONG WORKING LIFE, WITH
INNER ANTI-EXPLOSIVE DEVICE AND SAFETY RELIABILITY. THIS TYPE
CAPACITOR IS SUITABLE USED IN THE FREQUENCY OF 50HZ – 60HZ, VOLTAGE
FROM 250V – 500V SINGLE PHASE AC MOTORS, REFRIGERATOR, AIR
CONDITIONER, HOUSE HOLD APPLIANCES, POWER SUPPLYETC. FOR STARTING
ANDRUNNING.

���� MAINMAINMAINMAINTECHNICALTECHNICALTECHNICALTECHNICALDATADATADATADATA ::::

���� OVERALLOVERALLOVERALLOVERALLANDANDANDANDINSTALLATIONINSTALLATIONINSTALLATIONINSTALLATIONDIMENSION:DIMENSION:DIMENSION:DIMENSION:

���� NOMINALNOMINALNOMINALNOMINALCAPACITANCE.RATEDCAPACITANCE.RATEDCAPACITANCE.RATEDCAPACITANCE.RATEDVOLTAGEVOLTAGEVOLTAGEVOLTAGEANDANDANDANDCASECASECASECASE SIZESIZESIZESIZETABLETABLETABLETABLE ::::

1 Ambient Temperature -40～+70℃
2 Rated Voltage 250VAC～500VAC
3 Test Voltage T-T：1.75Un t：2s T-C：2000VAC t：10s
4 Capacitance Tolerance J (±5%)，K (±10%)
5 Dissipation Factor tgδ≤0.004 (50Hz，60 Hz 20℃)
6 Standard GB3667-97 IEC252-92
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