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FEATURES

- Rated 3.0V

- High power density and ultra low ESR 

- High reliability at the same condition (compared with 2.7V)

Drawing

Method
ESR
△C

Cycle
ESR
△C

Measure

≤ 30% of initial value
Over 500,000

Cycle Life 
Characteristics

≤ 2 times of specified value
≤ 5% of initial value
at -40, +25, +65℃

Temperature 
Characteristics

≤ 2 times of specified value
Cycle of Charge/discharge from VR to 1/2VR

After 1,000 hours storage at +65℃ without load, capacitors meet the criteria of 
high temp. load life above.

Shelf Life

≤ 2 times of specified value
≤ 30% of initial value

After 1,000 hours at VR loaded under +65℃, capacitors meet the following criteria.
High Temperature

Load Life Capacitance Change
ESR Change

-10 ~ +30%Capacitance Tolerance
-40 ~ +65℃Operating Temperature

3.0 VRated Voltage (VR)
CHARACTERISTICSITEM

SPECIFICATION

3V SERIES - Lead terminal

6.35.06.816×250.08225201525VEC 3R0 256 QG

Part Number

43

12

6

3.7

Max.
Current

(A)

6.110.211.318×400.126151050VEC 3R0 506 QG

5.22.43.010×300.036262010VEC 3R0 106 QG

3.91.62.110×300.01445355VEC 3R0 505 QG

3.81.01.408×200.01065503

3.0

VEC 3R0 305 QG

D × LDCAC(1㎑)

Energy
Density
(Wh/L)

Volume
(㎖)

Weight
(g)

Size (㎜)Leakage
Current

(㎃, 72hr)

ESR (mΩ)
Capacitance

(F)

Rated
Voltage 

(V)

* Max. Current  : 1 sec. discharge to 1/2VR
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FEATURES

- Rated 3.0V

- High power density and ultra low ESR 

- High reliability at the same condition (compared with 2.7V)

Drawing

SPECIFICATION

236

83

Max.
Current

(A)

7.657.754.135×601.6803.53350VEC 3R0 357 QG

7.317.119.722×450.60086100
3.0

VEC 3R0 107 QG

D × LDCAC(1㎑)

Energy
Density
(Wh/L)

Volume
(㎖)

Weight
(g)

Size (㎜)
Leakage
Current

(㎃, 72hr)

ESR (mΩ)
Capacitance

(F)

Rated
Voltage 

(V)
Part Number

* Max. Current  : 1 sec. discharge to 1/2VR

3V SERIES - Lug terminal

Method
ESR
△C

Cycle
ESR
△C

Measure

≤ 30% of initial value
Over 500,000

Cycle Life 
Characteristics

≤ 2 times of specified value
≤ 5% of initial value
at -40, +25, +65℃

Temperature 
Characteristics

≤ 2 times of specified value
Cycle of Charge/discharge from VR to 1/2VR

After 1,000 hours storage at +65℃ without load, capacitors meet the criteria of 
high temp. load life above.

Shelf Life

≤ 2 times of specified value
≤ 30% of initial value

After 1,000 hours at VR loaded under +65℃, capacitors meet the following criteria.
High Temperature

Load Life Capacitance Change
ESR Change

-10 ~ +30%Capacitance Tolerance
-40 ~ +65℃Operating Temperature

3.0 VRated Voltage (VR)
CHARACTERISTICSITEM

www.DataSheet.net/

Datasheet pdf - http://www.DataSheet4U.co.kr/


