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SPECIFICATIONS: -— T — :
Material: [10.75] [7.57]
Insulator: PBT, glass reinforced, rated UL 94V-0 1| 450 [11.43] Hed
Insulator color: Black ) ) 4-9.040 [1.02]
Contacts: Copper Alloy X PLATING : ’
Shield: Copper Alloy, Nickel plated 015 piin Gold —-1 .498 [12.65] |=—
Contact Plating: 1 30 pin Gold
Gold Flash over Nickel underplate on contact area, 2 50 pin Gold 610 [15.50] —
Tin over Copper {:am%_oﬁm on tails PC BOARD LAYOUT
(See chart for thickness).
Electrical: UNLESS OTHERWISE SPECIFIED
Operating voltage: 150 VAC max ALL DIMENSIONS ARE INCHES [MM] bcb\s NImOI
Current rating: 1.5 Amps max TOLERANCES: EXCEPT AS NOTED 909 Rahway Avenue, Union, NJ 07083
Contact Resistance: 20 mohms max. initial x ox T Phone: 908-687-5000 Fax: 908-687-5710
Insulation resistance: 500 Mohms min @ 500 VDC XX 50200 gxx 2015 — - -
Dielectric withstanding voltage: 1500 VAC for 1 minut AX”W%QM_M 20 Ummo MODULAR JACK GANGED. 1 PORT. 8P8C
Temperature Rating: ! _
Operating temperature: 0°C to +70°C DRAWN AY 9/30/10 WILED1 O_»_mmz, LED2 YELLOW
Environmental: SIZE |PART NO. REV.
Lead .T.mm. RoHS OOBU:Q:#. m.mr_m_,m. CHECKED M 9/30/10 X _/\_._.f_umm._.x‘_u_nwouﬂmucé_|_|_._S‘_M‘_ >
Recommended soldering temp: 235°C for 5 sec. APPROVED REF: . S00005C [scale: NS [ SHeer 1 of 2
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