3,000MM+50MM

P2

| 130MM . Seal
| ——110MM+15MM— Material:
s + Cable: UL20276 (28AWG/1P+AL/MY+B)*2C+22AWG*2C+MAB
g - 0D 6.0MM
- - Jacket Black
PIN ASSIGNMENT A + P1 & P2 Connectors: IEEE 1394 6P Male
P1 P2 z - Pin GIF
1A BLA(\J/v}:'-:-TBERAID A1 2 &‘L'D\ - Insulator Black
2+ T o ] 2 o - Shield Nickel plated
3 i /A\ Reen 1) 5 « Quter jacket: Black 40P PVC
4 I ORANGE | 6 + Tube: Heat shrink tube black OD1.5*10MM
2 U1 /\ BLUE M Z o Electrical:
Vi Y « 100% short, open, miswire test
SHELL \ BRAID N SHELL ' '
+ Conduct resistance: 5Q Max.
1PCS/PE Bag * Insulation resistance: SMQ Min.
* Dielectric test: 300V DC
Unit: MM+0.25MM
Scale 111 Name |ftem No.
TOLERANCE Drawn 10.24.11 | Chappell AK'1 394-30-R
XX +0.40
XXX | 2025 Approved Title |EEE 1394 Cable - 6 Pin,
XXX | 2015 Male <=> Male, Black, 3 Meters
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